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SUMMARY

The thermal conductivity of low-density ice has been computed from
dsta obtained in an experimental investigation of the heat transfer and
mass transfer by sublimation for an iced surface on a flat plate in a
high-velocity tangential air stream.

The results sre compared with data from several sources on the
thermal conductivity of packed snow and solid glaze ice. The results
show good agreement with the equations for the thermal conductivity of
packed snow as & function of snow density. The agreement of the curves
for packed snow near the solld ice regime with the values of thermal
conductivity of ice indicates that the curves are applicable over the
entire ice-density range.

INTRODUCTION

Removal of lce formations which accrete on alrcraft surfaces from
the impingement and freezing of cloud droplets has been the subject of
a considerable amount of research in recent years. The accumulation of
ice on aircraft surfaces occurs over s renge of air temperatures from
32° F to as low as -40° F (ref. 1). The ice formetions mey be nearly
clear glaze ice with 1ittle porosity, such as those formed at alr tem-
peratures near the freezing point, or they may be of the very porous
type characterized by frost or ice formed at low temperatures. Some
factors which affect the nature of the ice formations are the speed of
the aircraft and the cloud droplet size and droplet size distribution.
Very few data asre available on the physical properties of ice formations
having a density other than that of clear, solid ice. Since much of the
de-icing of aircraft is currently accomplished by the application of
heat to the surface to be de-iced, knowledge of the thermal conductivity
of lce is of importance in determining the heat lost through the ice.

A similar problem is encountered in the determinstion of heat-transfer



2 NACA TN 3143

rates for frosted refrigeration eguipment surfaces. A study of the mass
transfer by sublimation and the heat tragnsfer for an iced surface in a
high-velocity alr stream (ref. 2) required the determinastion of ice den-
sity, ice surface temperature, snd rate of heat flow through the ice.
From these data, the thermal conductivity of low-~density ice has been
determined for several values of ice density. The resulis obtained

are presented herein and are combined with information from several
sources to make possible a& more complete evaluation of the thermal
conductivity of ice over the entire range of ice density. The in-
vestigation was conducted in & 3.84- by 1O-inch tunnel at the NACA
Iewis leborstory.

METHOD, APPARATUS, AND PROCEDURE

The thermal conductivity of a substance 1s usually determined by
means of standard leboratory procedures and equipment. Few such deter-
minations have been made for low-density lce, however; and since the
investigation reported in reference 2 supplied all the data necessary
for the determination of thermal conductivity, the computations were
made and are presented herein.

The ice formations to be studied were formed on a section of the
upper surface of a flat-plate model which was mounted in the test sec-
tion of the 3.84-~ by 10-inch tunnel. The ice which formed on the sur-
face was then maintained at constant thickness (no net transfer of mass
by sublimation or condensation) while the heat-flow rate and the tem-
perature were measured. The condlition of constant 1lce thickness was
necessary for two reasons: (1) The stream-side surface temperature
could be readlly obtained only for the condition for which the surface
temperature was equal to the temperature of saturation of the air streanm,
and (2) the thermal conductivity must be determined for steady-state
conditions for a constant ice thickness.

The flat-plate model (shown in fig. 1) was 18 inches long, 0.75
inch thick, and 3.84 inches wide and was made of wood to minimize heat
conduction through the model., One section of the upper surface of the
model conslsted of -a 3.84- by 5.75-inch copper plate 1/16 inch thick
set flush in the surface and located with its leading edge é%% inches
from the leading edge of the model. The copper plate was the upper sur-
face of a multlpass copper box through which cold alcohol could be
pumped. Five thermocouples were located in the surface of the copper

plate spaced at 1%~inch intervals along the center line. The thermo-

couple leads passed through tubes in the alcchol chamber, and the
thermocouple Jjunctions were made flush with the outer plate surface.
The tubes were soldered to the copper plete and to the bottom of the
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copper box. Additional thermocouples were located in the tunnel plenum
chamber to measure the total tempersture of the air stream and in the
alcohol inlet and outlet lines to the copper box. A schematic diagram
of the alecohol and thermocouple system is included in figure 1.

A supply of refrigerated air, initially at spproximately -20° F and

with a specific humidity of epproximately 5.0x10~4 pounds of water per
pound of dry sir, was caonditioned to provide the desired temperatures
and humidities at the tunnel test section. The humidity of the air
stream was controlled by means of steam injected at a point sufficiently
far upstream to insure thorough mixing at the test section.

The mass-transfer investigation reported in reference 2 placed cer-
tain restrictions on the method of forming the ice which were best met
by causing the water vepor in the humidity-controlled alr stream to con-
dense directly to the solid state on the surface of the cold copper
plate. The plate was cooled to a temperature below that of the frost
point of the air stream by the flow of cold alcohol through the copper
box. The alcchol was cooled in an alechol - dry ice bath heat exchanger.
The resultant ice formation thus took the form of a dense frost-like
formation as shown in figure 2. Ice formations were deposited on the
refrigerated surface of the copper plate at nearly constant values of
5000 feet pressure altitude and 45° F total temperature of the air stream
for Mach numbers of 0.4, 0.6, and 0.8. The thickness of the ice forma-
tion, which is dependent upon the humidity, velocity, and statlc pres-
sure of the air stream, was controlled through regulation of the steam
supply used for humidification of “the ailr stream. The ice was allowed
to form until a thickness of approximstely 0.20 centimeter had been ob-
tained. Measurements of the ice thickness while the tunnel was in oper-
ation were made through a window in the tuunel wall by the use of =
short~focal-length telescope mounted on & vernler carriage. The tele-
scope was focused on the pointer (fig. 2) which was directly gbove the
center line of the copper plate. The depth of focus of the telescope
was. less than 5/4 inch; therefore, with the pointer in focus the ice
surface viewed was within the range of spproximately :ES/ 8 inch from the
center line. The mean helght of the ice surface was used in order to
account for roughness projections and depressions.

To obtain measurements of ice density, a 2- by 4-inch sheet of
brass 0.002 inch thick was wetted on one side and frozen to the copper
plate. Ice was then formed by condensation on the thin brass sheet for
each Mach number condition. The ice thickness was measured with the
telescope, and then the brass sheet and the ice were lifted from the
cold plate and removed from the tunnel to determine the ice weight and
the average ice density. The density of the lce was assumed to be uni-
form throughout its thickness and at all points on the surface.
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The heat-transfer rate through the ice could not be measured
directly from the heat gained by the alcohol in flowing through the
copper box, as there was some contribution to 4the total heat gained by
the alcohol from conduction through the wood model. The total heat
transferred to the alcohol was determined from measurements of the al-
cohol flow rate, alcohol inlet temperature, and change in temperature
between inlet and outlet to the copper box. The Dewar flasks and stirrer
shown in figure 1 ensured uniform temperature of the alcohol across the
tubing cross section at the points of temperature measurement. The al-
cohol flow rate was measured immediately following the temperature
measurements by diverting the flow and obtalning volume measurements
over & 45-second time interval. Values of the specific gravity of the
alcohol at the temperstures used were determined experimentally, and
values of the specific heat of the alcohol for the temperature and water
content conditions existing duvuring the investigatlon were obtained from
reference 3.

It was necessary to determine the heat galned by conduction through
the model, which must be subtracted from the total heat gained by the
alcohol to determine the heat flow through the lce. For this purpose an
insulating material (cork boerd) of known thermal conductivity was
cemented to the surface of the copper plate. The total heat gained by
the alcohol with the cork in place 1s the sum of the conduction heat
flow through the model and through the cork. For a good insulating
material such as cork, the surface temperature on the stream side is
approximately equal to the adisbatic wall temperature; thus the heat
transfer through the cork can be calculated from the adlgbatic wall tem-
perature, the measured plate surface temperature beneath the cork, and
the conductivity of cork board (ref. 4 and the manufacturer's data).

The use of the adiabatilc wall temperature (computed from measurements

of the total temperature and the total and static pressure) for the sur-
sults in an error of approximately 5 percent of the heat flow through
the cork, However, because the heat conducted through the cork is a
relatively small proportion of the total heat gained by conduction, the
resulting error in the determination of the heat conducted through the
wood model 1s approximately 1 percent., Values of the heat gained by
conduction were determined for the various Mach numbers, pressure alti-
tudes, and alcohol bulk temperatures. A conduction correction factor
for the heat gained through the model was determined which is a funetion
of Reynolds number, as the heat conducted through the wood was first
transferred to the wood by convection from the air stream. By use of
the conduction correction factor, values of the heat gained by conduc-
tion through the wood were obtained and were subtracted from the total
heat gain measured with ice on the surface to determine the rate of heat
transfer through the ice.
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In order that the heat transfer to the alcohol should not include
any heat required for the transfer of mass either to or from the ice sur-
face, the humidity of the air stream was adjusted until the ice remained
at constant thickness. With constant ice thickness there is no net mass
transfer; that is, sublimstion of the ice and condensation of the vapor
from the air on the ice surface occur at the same rate. Under these
conditions, the surface temperature of the ice is the temperature of
saturation of the air stream (frost-point temperature). The frost-point
temperature was measured with a sensitive dew-point meter from continuous
samples of the alr from the plenum chamber, expanded to the static pres-
sure existing over the ice surface, and was thus a measurement of the ice
surface temperature. Computations of the thermal conductivity of the ilce
formation could thus be made from the equation

k= qx/ A(tice'tplate)

where

q corrected rete of heat flow, Btu/hr

X ice thickness, in.

A lce surface area, sq ft

t fce temperature of stream-~side ice surface, Op

tpla.te temperature of plate surface beneath the ice, OF

and k hes the units Btu/(nr)(sq £t)(°F/in.).

From an examination of the accuracy of the various measurements re-
quired for the determination of the thermal conductivity of the ice, an
estimate of the precision of the results may be obtained.

The temperature rise of the aleochol in flowing through the copper
box and the rate of alcohol flow were measured with equipment which
ensured a high degree of accurscy. The accuracy of these measurements
conbilned with the application of the conduction correction factor to the
total heat gained by the alecchol results in a precision of the order of
+5 percent for the determinstions of the corrected rete of heat flow
through the ice.

Measurements of the ice thickness were limited to the ares in the
field of view of the telescope. The telescope and its vernier carrisge
were mounted on a vertlcal shaft, and by rotating the telescope and
carriage about the shaft a somewhat larger viewlng area could be covered.
A limited number of observations made in thils mesnner indiceted that the
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ice thickness was essentially constant. Any gradlent in thickness from
the leadlng edge to tralling edge was averaged since the ice thickness
was measured near the center of the plate., From the accuracy of repeti-
tion of measurements with the telescope, the determination of the ice
thickness was estimated to be within 2 percent of the average ice thick-
ness over the entire plate.

The measurements of the average ice surface tempersture (frost-point
temperature) were estimsted to be in error by less than #1° F.

The plate surface temperature benesth the ice showed a tempersasture
profile in the stream directlon which was low near the center of the
plate by approximately 10° F. However, the average of these tempera-
tures was estimated to be within +2° F of the average temperature of
the plate surface, and the combined error in the plate surface tempera-
ture and the ice surface temperature measurements would be of the order
of +7.5 percent.

From the combined errors in the measurements, the accuracy of the
determinstion of the thermsl conductivity of the ice was indicsted to
be within 415 percent.

RESULTS AND DISCUSSION

The demsity of the ice formed by the condensation of the vapor from
the air stream at constant values of total temperature and pressure
altitude varled as a function of the Mach number at which the ice was
formed, as shown in figure 3. Average values of the ice density for
three or more ice samples were determined for each Mach number.

Values of the thermal conductivity of ice (Btu/(br)(sq £t)(°F/in.))
were cbtalned for ice formed at Mach nunbers of 0.4 to 0.8 and are pre-
sented in figure 4 as a function of the density (obtalned from fig. 3)
of the ice formation. The average temperature of the ice as determined
from the average of the stream-side ice-gurface temperature and the
model-side plate~surface tempersture was in the temperature range from
3% to -13° F. The velues of thermael conductivity obtained showed no
conslstent varistion with temperature for the temperature range used in
this investigation. Included in figure 4 are values obtained by several
investigators as reported in references 4 to 6 for solid glaze ilce and
for packed snow. All the data points shown in figure 4 for densities
less than 0.9 grams per cubic centimeter are for packed snow except for
the results of the present investigation which are for ice formed by the
condensation method. The equations for the conductivity of packed snow
determined by van Dusen (ref, 6)
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k = 0.21 + 4.2p + 21.6p° milliwatt/(cm)(°C)
and by Devaux (ref. 7), for 0.1 < p < 0.6,
k = 0,29 (1 + 100p2) milliwatt/(cm)(°C)

have been computed over the range of density from p = 0.1 to that of
solid ice (approxima‘bely 0.92) and are shown as dashed lines on the fig-
ure. The ranges of thermal conductivity of solid, glaze ice for temper-
atures from 0° to -90° C as given in reference 6 from computations of
ven Dusen's equations (k = 20.9 (1 - 0.0017t) milliwatt/(em)(°C) and by
Jakob and Erk (ref. 6) are elso presented. van Dusen shows a relatively
small increase in thermsl-conductivity values wilth decrease in lce tem-
perature, while the work of Jekob and Erk, which is more recent, shows

‘& considerably greater change with temperature. The equations of van

Dusen and Devaux for packed snow with a density near that of sclid lce
show good sgreement with all the results presented for solid ice except
for the low-temperature results of Jakob and Erk. The values of thermsl
conductivity determined in the present investigetion are, for the most
part, bounded by the van Dusen and Devaux curves., The spread in the data
is of the order of the error indicated by the analysis of the precision
of the measurements,

The values of thermal conductivity of snow at densitles of 0.45 and
0.5 gram per cubic centimeter, as taken from the Internsational Critical
Tebles from the results of Jansson and from Ingersoll and Zobel, appear
low when compared with the value Jansson reported at a density of 0.11
gram per cubic centimeter and the other data of flgure 4. The data and
curves shown in figure 4 indicate that either the Devaux or the van
Dusen curves will probably give good approximstion of the thermsl con-
ductivity of ice over the whole range of ice densities; it appears prob-
able that the use of the van Dusen curve may result in values of thermal
conductivity which are too low for ice at very low temperatures.

CONCLUDING REMARKS

Values of the thermsl conductivity of low-density ice formed by a
condensation process on a cold surface have been determined. The data
show good agreement with the equations of van Dusen and Deveux for the
thermal conductivity of packed snow as a function of the snow density.

Lewis Flight Propulsion Leboratory
National Advisory Committee for Aeronsutics
Cleveland, Ohio, January 15, 1854
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Figure 2. - Ice formation deposited om flai-plate model by condensation of water vapor from mir stream,
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